
PRIME PHASE Fixed AƩenuators  are bi-direcƟonal 
and placed in signal paths to reduce transmiƩed power.  
ApplicaƟons: 
· Mobile CommunicaƟon 
· Network OpƟmizaƟon  
· In-door distribuƟon system 
· Test & Measurement 

Ordering InstrucƟons 
  Model Design  GHz  WaƩs dB Connector and Gender Connector and Gender 

AT RD 6G 100 10,20,30,40,50 
S=SMA 

M=Male 

S=SMA 

F=Female 

Example 
AT RD 6G 100 10 SM SF 

Structure: AT-RD-6G-100-10-SM-SF 

Product SpecificaƟons 

AƩenuaƟon 10,20,30,40,50dB 

Connector A SMA 

Connector B SMA 

Gender In M=Male  

Gender Out F=Female 
Connector    
Material Brass Nickel Plated 

Contact Gold Plated Brass 
Housing Aluminum, Black Anodize  
Nominal 
Impedance 50Ω 

Temp. Range -55°C ~ +125 ̊C  

Dimensions Ø38×185 mm 

Weight 450g 

Performance 

AƩenuaƟon 10,20,30dB ± 1dB  

Avg. Power 100W  

Peak Power 5kW(5μs pulse width with 1% duty cycle) 

Frequency DC-6GHz  

VSWR ≤1.25  

40,50dB ± 1.3dB  

Fixed AƩenuator 
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